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LADDERS

2 POSSIBLE POSITIONS 
OF USE:
- leaning ladder position 
- freestanding position

CLT2 
2 X 8 RUNGS

CLT3 
3 X 7 RUNGS

CLT2 & CLT3 //  COMBINATION  LADDERS 2 & 3 SECTIONS

STABILIZER

LEANING POSITIONINTUITIVE SETTING
thanks to a steel axle 
that goes directly into the 
profiles of the ladder.

with bi-material and non-slip feet.

SLIDES AND AXLES
in treated steel.

equipped with locking system.

SAFETY HOOK IN 
EXTRUDED ALUMINIUM

2 SAFETY STRAPS
 anti-spreading

Item 
code

Stabilizer feet for 
lower section

Feet for upper 
section

(m) (m) (m) (m) (m) (m) (L x W x D) (m) (kg) (m) (sold by pairs) (sold by pairs)

171208 3172961712081 2x8 2.30 3.45 3.30 2.10 2.35 1.45 2.30 x 0.39 x 0.10 7.25 0.68 380448 380209

171209 3172961712098 2x9 2.60 4.00 3.85 2.40 2.90 1.70 2.60 x 0.39 x 0.10 8.45 0.82 380448 380186

Item 
code

Stabilizer feet
Feet for 
middle 
section

(m) (m) (m) (m) (m) (m) (m) (m) (L x W x D) (m) (kg) (m) (sold by pairs) (sold by pairs)

171307 3172961713071 3x7 2.05 4.00 3.85 1.95 2.40 2.90 1.20 1.20 2.05 x 0.46 x 0.14 10.05 0.82 380448 380095

171308 3172961713088 3x8 2.30 4.85 4.65 2.15 3.15 3.70 1.45 1.95 2.30 x 0.46 x 0.15 11.95 0.82 380448 380096

171309 3172961713095 3x9 2.60 5.40 5.20 2.40 3.45 4.25 1.70 2.25 2.60 x 0.46 x 0.15 13.30 0.88 380448 380097

171311 3172961713118 3X11 3.15 6.50 6.30 2.95 4.20 5.35 2.25 3.00 3.15 x 0.46 x 0.16 16.85 0.99 380448 380099

HOOK 2 IN 1 FUNCTION
- Bucket hook
- Visual signal for the use of the 
ladder in the right direction.

MAXIMUM LOADING CAPACITY : 150 KG.

2 sections

3 sections

SPARE PARTS

2-YEAR 

WARRANTY  
  EN 131

STANDARD
 COMPLIANT WITH

SPARE PARTS

FREESTANDING POSITION


